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Preface

Welcome to the high-speed PC printing field presented by RISO printers through RISO printer driv-
ers.

The RISO printers, which are designed to operate as a high-speed GDI printer, enable you to print
various documents you create on different computer platforms very speedily, only if an appropriate
RISO printer driver is installed in your computer.

The GDI printer, as you know, uses the bit-mapped image data developed on your PC monitor
screen as print data source, enabling you to print the exactly same image as of what you see on your
PC monitor screen in most cases. Besides, it requires no printer font to print document, thus reliev-
ing you of the restrictions on the use of fonts when you create documents on your PC.

The RISO printers can also operate as a network printer under various LAN environments, with an
additional network interface card embedded inside.

About this User’s Guide

This user’s guide is divided into the individual sections for the following different computer system
platforms : Windows (98SE/Me/NT4.0) and Macintosh.

In each section, you can find detailed descriptions about how to install the printer driver into your
computer and print documents created on your computer.

Besides, the troubleshooting tips are provided to help you in case you have any problem in printing
operation.

Read the section which corresponds to your computer system platform before printing your docu-
ment file on your RISO printer or whenever you have questions in operation.

The expressions which are used in the UK-ENGLISH printer driver program and different from those
used in the US-ENGLISH one are given in the brackets.

About the Guide Signs

The following advice signs are given to the descriptions which will help a user to avoid unexpected
troubles and obtain the optimum performance of this product.

 Important !
Gives you helpful advice for trouble-free operation.

- W[eXN=p Gives you tips for more effective use of this product.
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Procedure before printing

Before you use the printer at the first time, carry out the installation procedure below.
After installation, follow the basic operation procedure. Then, you can print out the documentation
data.

T Installation (When the printer RRRRRRRRRRaReeReey Basic operation
is used at the first time)

RISO printer

RN AR \\\\\\\‘

Connecting your a Installing the printer 1. Preparing for the printer
computer with the driver
RISO printer

Connect your computer with the Install the RISO Printer Driver into  Prepare for the printer and put
RISO printer. your computer. the print paper suitable for the
Windows 98SE/Me =Page 25 original data to be printed out
* Read the user’s guide of the RISO Windows NT4.0 =Page 30 onto the standard (multipurpose)
printer thoroughly.
Mac OS 9 wwPage 55 tray.
Mac OS X = Page 78

* For the preparation method for the
printer, read the user’s guide of the
RISO printer.
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I  :sic operation —
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2. Setting

Open the data you want to print
out with your computer and make
settings for printing.

Windows =wPage 8
Mac OS 9 izPage 36
Mac OS X =Page 57

Procedure before printing

3. Printing 4. Completion of printing

Open the [Print] dialog box on your  The printer receives the data and
PC and click on the [OK] button. makes master and prints out the
The data is transmitted to the data.

printer.
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Sending and Printing Data

Follow the procedures given below to print out document data directly on your RISO printer.

If the corresponding RISO printer driver has not been installed in your computer yet, install it first,
referring to the section “Installing the Printer Driver” on page 25 or 30.

Turn on your RISO printer and load paper.

Load paper whose size is the same as defined in the document file to be printed.

Turn on your computer and start Windows.

Open the document file to be printed.

[\[o3i=» Always select [RISO...] as [Default Printer] before you open or create a document file to be printed.
Otherwise, the document might not be printed properly.

Specify the print job in the [Print] dialog box.

Select [Print] in the [File] menu to open the [Print] dialog box.

\[0J1=» Never fail to deselect the [Collate] box. If it is selected, the master-making operation will be repeated
for every copy.

The displayed items in the [Print] dialog box vary depending on the application software.

2] x|
General | Guide | \magel Extensionsl
[~ Select Printer
%
Add Printer
Status:  Fleady ™ Piint to file
Location:
= ; Find Printer. |
omment:
—Page Rang
& ) Humber of copies: |1 3:

€ Selestion. € Eurent Fage

| Pages: I~ ol
f=le =5 ollate: !

Print I Cancel ALpply
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[Printer]
Make sure that [Printer] is set to [RISO...]. If not, click on the [¥] bar in the [Name] box and select it

from the installed printer’s list.

[Copies]
Specify the number of copies to be printed within the following range : 1 to 9,999.

If you want to set additional print conditions for the current print job ;
Open the [Properties] dialog box by clicking on the [Properties] button in the [Print] dialog box.
For the detailed description of this dialog box, see pages 12 to 19.

(I 2% [€erne (x|
General GlMUEI Image | Extensions | Gieneral | Guide | Image ||
— Servic 0
& Mono-color Print I[ob,z - Sorten Control <Open> vI
Lalor [Label
) Dl eofor Print Iﬁ Stapler m
. Job Separatar <Open: ‘I
—Paper Page Direction
Fiint Speed (] =
& Standard [Letter 81/2 111 inch - @ & Faral = S |
C Cwtom 2100« [270 o <] ' Landscape fithersks Looul B <Open> |
Fiirt Density-Calar 2 <Opens VI
PapeiSouce  [[GgeCapasiy =] | | [ Fotaled 160 degree =
™ Stant confidential operation at the end
~ Output
Fieitomt ol Eopias l1— Copies ™ Dutput data after initislizing printer
™| Evchange print deta betmsen colors 1 and|2
Process Full Auto s
Destination, Prirk Ol = Storage Tiag) |
Restare Default | Help | About.... |
Restore Defaultl Help | About... |
Print. I Cancel | Apply | Print I Cancel | Apply
Start printi
art printing.

Click on the [OK] button in the [Print] dialog box.

The selected document file data is then transmitted to your RISO printer and printed out there as

specified in the previous step.

\[0J1=» The maximum print area is different depending on the model of RISO printer. If you want to know the
maximum print area of your document, consult the user’s guide of your RISO printer.

Sending and Printing Data / Windows
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Creating a RISORINC-format file

It is necessary to create a RISORINC-format file before sending data via FTP with RISORINC-NET.
\[e1=» A RISORINC-format file can only be used with RISO printers.

All settings made in the printer driver are saved with the file.

n Open a document file and specify the print job in the [Print] dialog box.

Select [Print] in the [File] menu to open the [Print] dialog box.

a Confirm that [RISO...] is selected in the [Printer] field in the [Print] dialog box.

The selected [RISO...] should correspond to the RISO printer model to which your document file is to
be transmitted. Otherwise, the transmitted document data may not be printed out correctly on the
target RISO printer.

General | Guide | \magel Extensionsl

[ Select Printel—— ——

50

Add Prifger RI
RZSTO(ADY...

Status: Ready

Comment: Find Printer... |

Location:
—Page Rang
& ) Mumber of copies: |1 3:

€ Selestion € Burent Page

" Pages = Coflate @ .H

Print I Cancel Apply

B Output the document data to a file.

Select the corresponding check box, ex. [Print to file], and click on the [OK] button. Then specify the
name and the destination for the RISORINC-format file to be created in the displayed dialog box and
click on the [OK] or [Save] button.

« If the corresponding check box does not exist in the [Print] dialog box, change the printer driver
configuration.
Open the [Properties] dialog box from the [Printers] folder and select “File” in the [Print to the
following port] list in the [Details] or [Ports] tab. Then open the [Print] dialog box and click on the
[OK] button.
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Setting the Print Conditions

You can set various print conditions over the tabs in the [Properties] dialog box.

To open this dialog box, click on the [Properties] button in the [Print] dialog box.

\[0JI=» Refer to the document of Windows and other associated applications for how to use the other tabs of this dialog

box.
[Guide] Tab
General | Guide ]| Image | Exensions |
@ Mono-colar Pt [Coo 2 =
@ (Calar [ Latie]
i | [ Cairtal |
Pap Page Di
& Standaid [Leter81/2x 11 nch - @  Potiat
Coeom 504 [0 [ =] € Landscape

Peperfowee [afopmny 7] || T Rotated 160 degree
- Outpul
Number of Capies |1 Capies
Fiocess Full buto =
Destination Frd Only = Storage 1o
F\EStnleDefaultl Help | About |
Pirt | Concel | Aoply |
[ 21
General | Guide 1332 1| Extensions |
Coloing KRB Lol Dala By ————————
Oiginal Testiline drt. |PFColor2 -
Aﬁ bC Fhotolimages;  |AlkCaler 2 (2
By | [ Photoimese

g
Tope:  Graintouch (% Screencavered  Soreen Sty

¥ RISO-PHOTO-PRINT Fine Mode

0 —— — 11

Light 60 % Dark

8¢}

4

I ToneLevel (5 Auto
 Specified as

Prirt

Abe

i~ TextLine St

Colow/Giay: { ToHalfiones To Solidiook

Fine Lines; | To Stress Text

Fiestore Default | Help | bou |

Loply. |

[Extensions] Tab

[T x|
1

General | Guide | Image {E#E

Sorter Contre |
Stapler lm
Job Separator Open -

Piint Speed |
PinlDensiyColor1  [Opers =]
Pt DensiColor2l [eopens =]

™ Start confidential operation at the end
¥ Dutput data after initializing printer

I Exchange print data betwesn colors 1 and 2

Riestore Defaule Hep | Abow. |

Fit | Cameel | iow

—_ =
- O O

—_
N

- O O 0O N O~ WM

—_ =

O N O WN =

0N UA LN =

. Service”

Paper

. Paper Source*

. Page Direction

. Rotated (Rotate 180°)

. Number of Copies

. Process

. Destination*

. [Restore Default] button
. [Help] button

. [Pop-up Help] button

. [About] button

. Coloring <RGB-Color-Data-Based>*

(Colouring <RGB-Colour-Data-Based>)

. Type—Photo Image Processing—

. [Screen Style] button

. RISO-PHOTO-PRINT Fine Mode

. Tone Level

. Color/Gray (Colour/Grey)—Text/Line Art Processing—
. Fine Lines

. [Restore Default] button

. [Help] button

. [Pop-up Help] button

. [About] button

. Sorter Control*

. Stapler*

. Job Separator

. Print Speed

. Print Density

. Start confidential operation at the end
. Output data after initializing printer

. Exchange print data between colors (colours) 1 and 2*
. [Restore Default] button

. [Help] button

. [Pop-up Help] button

. [About] button

: These options are not available on the printer which you are

using.
Setting the Print Conditions / Windows
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[Guide] Tab

CIIIM———— 2|
General

i)

Image | Extenzions I

— Service

& Mona-color Frint Icglg[E 'l
Calor Latel |
€ DualcolonFrint I vl

— Paper Page Direction

{* Standard |Letter 8172 %11 inch =l @ £ Portrait

" Custom |21U.U u |29?.U Imm j " Landscape

FEpEr Source: |Large Capacity j " Fotated 180 degree
— Output
Mumber of Copies |1 Copies
Process I Full Aot j

[estination IF'rint Only j Storage Tlag |

Restore Defaultl Help | About,.. |

Frint I Cancel | Lnply |

Service <This option is not available on the printer which you are using.>

Paper

You can specify a desired paper size in either “Standard” or “Custom” box as a frequently-used one. The
factory-set paper size is “Standard: Letter 8 1/2 x 11 inch” or “A4 210 x 297mm”.
— Changing the standard paper size setting

When using any other standard size of paper than the displayed one, click on the [¥] bar to display a list of
paper sizes and select a desired one by highlighting it.

Paper Page Direction

&+ Standard |g4 210 % 297 mm =l @ " Partrait

' Custom  [R4F 557 % 210 m  Landscape

A5148 % 210 mm
A5-R 210 %148 mm ™ Rotated 180 degree
AE 105 %148 mm

B4 257 » 364 mm |-
BE 182 » 257 mm

B5-R 257 » 182 mm

BE 128 « 182 mm

BE-R 182 » 128 mm 7

Faper Saurce;

N [0XN=» When paper is fed with the wide edge first, select the paper size whose name contains the word “-R”.
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— Changing the custom paper size setting
When using any other custom-size paper than the displayed one, enter its width and length in the boxes. If
desired to change the unit of length from “inch” to “mm?”, click on the [¥] bar next the same box and highlight
[mm].

Faper Fage Direction

@ % Porbrait

" Landscape

@ € standard |43 297 « 420 rm

5
#obwtem [2100 x 2970 [om 7]
=

Faper Source; ILarge Capacity [ Rotated 180 degree

\[0JB= - The range of paper size you can specify here depends on the specifications of your RISO printer.

* You can name custom-size paper and register it in the list of standard paper sizes. See “Registering Custom
Paper Sizes as Standard” on page 20 for the registration procedure.

Paper Source <This option is not available on the printer which you are using.>

Page Direction

You are required to select the same page direction as of original document data here. The factory-set page
direction is “Portrait”.

When paper is fed with the wide edge first, however, the page direction specified here should be opposite to
that of original document data, i.e. “Portrait” to “Landscape” and “Landscape” to “Portrait”.

{0102 When paper is fed with the wide edge first, the paper size whose name contains the word “-R” is selected in the
[Paper] field to the left.

Rotated (Rotate 180°)

You can rotate print images by 180 degrees by activating this option. Select the check box to activate it. This
option is useful when the page direction is required to be changed for stapling printed copies or printing on the
media whose feeding direction is limited to one way, such as envelopes.

IMPORTANT!
This option is also available on the control panel of your RISO printer. Make sure it is not activated on both sides
at the same time. If it is, this option will be canceled.

Number of Copies

You can use this field to specify the number of copies if no field is prepared for print quantity entry in your
application software. When the number of copies can be specified in the [Print] dialog box of the application
software, on the other hand, you can ignore this setting because it has no effect on printing operation.

Setting the Print Conditions / Windows
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Process

You can specify how to process your print jobs on your RISO printer, i.e. to complete them without interruption
or to interrupt them after a specified process step. By interrupting your print jobs, you can check print position
and quality with test prints before printing process or change the print job flow according to your print require-
ments. Click on the [¥] bar and select a desired process flow from the displayed list. The available process
flows are as follows :

Full Auto:

To complete print jobs without operator involvement on your RISO printer. No pause is made between master-
making and printing processes until the end of print jobs.

Semi-Auto (Print):

To interrupt print jobs before each master-making process, thus allowing you to handle a stack of printed
copies, especially for duplex printing.

Semi-Auto (Master):

To interrupt print jobs before each printing process, thus allowing you to check a sample print.

Manual:

To interrupt print jobs before each process step, i.e. both master-making and printing processes.

[\ [0JB=p This option is not available when you select “Storage Only” as data destination in the field below.

Destination <This option is not available on the printer which you are using.>

[Restore Default] button

Returns the settings on this tab to the default settings.

[Help] button

Displays help information.

[Pop-up Help] button

If you click on the ? button, [?] shows up on the mouse-cursor. Click on the characters (or function names) with
the [?] mouse-cursor, then corresponding tips will pop up.

[About...] button

Opens the [About...] dialog box, in which the version number of the printer driver can be checked. In case you
contact your service representative due to function errors, check this version number beforehand.
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[Image] Tab

Generall Guide | | Extensionsl
o — Ealonng <BIEE:Calor-ata-Eased:
Driginal TestiLine A, |Alb>Color 2 i
Aﬂ%bc Photo [mages: |A||->E0|0l 2 j
W5 & g — Photo Image Processing
t: 4 Type: { Graintouch (% Screencoversd  Screen Style |
= ¥ RISO-PHOTO-FRINT Fine Mode
\I.f Tone Level: (+ Auto : LiﬂTITD;ED
G " Specified as
- — Text/Line Art Processing
bc Color/Gray: (¢ ToHaltones ¢ Ta Solid-look
i Fing Lines: | Ta Shress Text
.d
Restore Default | Help | About. |
Frint I Cancel | Loply |

Coloring <RGB-Color-Data-Based> (Colouring <RGB-Colour-Data-Based>)

<This option is not available on the printer which you are using.>

Type — Photo Image Processing —

You can select either of the following two styles in printing out photo images in your document data. The print

result of the selected style of photo images is previewed on the screen.

Grain-touch:

Various tones of photo images are reproduced by changing the number of dots in an area according to original

density. The printed-out photo images will have grain-touch appearance.

Screen-covered:

Various tones of photo images are reproduced by changing the size of dots according to original density. The
printed-out photo images will be covered with a dot screen.
Though the wide range of tone levels in original photo images can be kept in this style, their fineness will be

lowered.

Setting the Print Conditions / Windows
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[Screen Style] button

Opens the [Screen Style] dialog box, in which you can specify the style of the screen to be applied in reproduc-
ing photo images. Two screen parameters, frequency and angle, can be specified here.

Screen Style EH
Frequency = Ipi
Angle 4 degrees

)

] Cancel

Frequency:

The fineness of a screen, which is indicated by the number of lines per inch (= 25.4mm).
The available value range is between 38 and 200 Ipi. The default value is 71 Ipi.

Angle:

The direction in which a screen is applied to photo images.

The available value range is between 0 and 90 degrees. The default value is 45 degrees.

RISO-PHOTO-PRINT Fine Mode

This image processing mode is originally developed by RISO, in order to reproduce photo images while
keeping their original fineness as well as possible.
You can activate this mode by selecting the corresponding check box, which is selected as default.

Tone Level

You can adjust the tone level of original photo images to obtain an optimum photo tone in prints. The tone level
is adjusted to “Auto” as default.

Auto:

The tone level of original photo images is automatically adjusted to compensate for their tone unbalance.
Specified as:

The tone of original photo images can be changed according to your needs by shifting the pointer on the
sliding bar or directly entering a desired value into the corresponding field.

Shift the pointer toward “0%” if you want to make the photo tone lighter and toward “100%” if you want to make
it darker. 100 steps of tone level are available.
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Color/Gray (Colour/Grey) — Text/Line Art Processing —

You can select either of the following two styles in printing out colored or gray texts/line-art images in your
document data.

To Halftones:

The color difference of texts and line-art images can be reproduced as tone difference on prints.

To Solid-look:

The color difference of texts and line-art images is not reflected on prints and all images are to be reproduced
as solid ones there.

Fine Lines - To Stress Text

You can sharpen the outlines of texts, especially small characters, by selecting this option.

[Restore Default] button

See page 14.

[Help] button

See page 14.

[Pop-up Help] button

See page 14.

[About...] button

See page 14.

Setting the Print Conditions / Windows
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[Extensions] Tab

eine 2=
Ganerall Guide I Image
6
Sarter Control m
Stapler lm
Job Separator <Dpeny 'I
Print Speed lm
Print D ensity-Color 1 m
Biint Density-Calar 2 m

[~ Start confidential operation at the end
[v Dutput data after initializing printer

™ Exchanne print data betwesn colars 1 and 2

Restare Default Help | About... |

Erint I Cancel | Apply

Sorter Control <This option is not available on the printer which you are using.>

Stapler <This option is not available on the printer which you are using.>

Job Separator

You can activate the Job separator on your RISO printer and select the timing of separation tape insertion.
Click on the [¥] bar and select a desired option from the displayed list. The separation tapes can be inserted
“between documents” or “between pages”. The factory-set option is “<Open>”, which lets the Job separator
operate as specified on the control panel of your RISO printer. If you do not want to use the Job separator,
select “OFF”.

\[0J8=» This option is available only when the installation of the Job separator is confirmed in the [Configuration] or
[Device Settings] tab. — See page 23.

Print Speed

You can select the print speed of your RISO printer. Click on the [¥] bar and select a desired speed level from
the displayed list. 5 levels of print speed are available. The factory-set speed level is “<Open>”, which lets your
RISO printer operate at the speed level as specified on its own control panel.

Print Density

You can select the print density on your RISO printer. Click on the [¥] bar and select a desired density level
from the displayed list. 5 levels of print density are available for the respective colors. The factory-set density
level is “<Open>", which lets your RISO printer print at the density level as specified on its own control panel.

[\[e11=» The Print Density cannot be changed on the RZ2 Series.
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Start confidential operation at the end

You can prevent your confidential documents from being duplicated without your knowledge by selecting this
check box. When this check box is selected, the remaining master is automatically replaced with a blank one
after all specified print jobs are finished.

Output data after initializing printer

Your RISO printer is initialized before receiving print data when this check box is selected. It is recommended
to select this check box in most cases.

Exchange print data between colors (colours) 1 and 2

<This option is not available on the printer which you are using.>

[Restore Default] button

See page 14.

[Help] button

See page 14.

[Pop-up Help] button

See page 14.

[About...] button
See page 14.
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Registering Custom Paper Size as Standard

You can register custom paper sizes as standard in the [Custom Paper List] dialog box, which can be
opened by clicking on the [Custom Paper Entry] button in the [Configuration] or [Device Settings] tab
of the [Properties] dialog box. The custom paper sizes can be named and entered in the standard

paper size list.

[\ [0JB=» To open the [Properties] dialog box, open the [Printers] folder in the [Settings] from the [Start] menu, click the
right-side mouse key on the corresponding RISO printer icon and select [Properties] from the displayed menu.

&% RISD RZ570{ADVANCE) Properties |

Sharing I Ports I
Color Management I

(1]

Gengral |
Security

300 x GO0 dpi

Resolution

= Sarter I il
[~ Jab Separatar

Custom Paper List
[ Storage Memsmy 0

Advanced
Configuration

2l
|

™| Multitrap Feeder

i

Custarn Paper Entry ’
——————
Fririt: Calar Etitry |

He

Cancel
Heln

About...

it
[VElEh

i ave L

Lk !

e v

K

Click on the [Add] button.

The [Customer Paper - Add] dialog box appears.

Custom Paper - Add

[ 2]]

Marma(M): I

0K I

wiidkh/Height{H): | 2100 | 2970 fmom 7| Cancel |
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a Enter a custom paper size and name it.

The length of the name can be up to 30 characters.

If you wish to change the unit of length from “inch” to “mm?”, click on the [¥] bar next to the same box

and highlight “mm”.

\[e10=» The available minimum paper size is 0.394 inch x 0.394 inch (10.0 mm x 10.0 mm). The maximum
paper size varies with the printer you use. For details, see the instruction manual for your printer.

Custom Paper - Add [ x|

(]

Mame[M): ICustom‘I Ok I
Width/HeighttH): | 200 5 | 280 [mm x| Cancel |

B Click on the [OK] button.

The [Customer Paper - Add] dialog box is closed and the paper size name which has just been
registered is added to the [Custom Paper List] dialog box.
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Button Functions in [Custom Paper List] Dialog Box
[Add]

Allows you to name a desired custom paper size and register it as one of the standard ones. Up to 30 custom
paper sizes can be registered.

[Edit]

Allows you to change the name and/or dimensions of any custom paper size displayed in the list.

When changing the name and/or dimensions of a custom paper size, select the corresponding name from the
list and click on the [Edit] button to open the [Custom Paper - Edit] dialog box, in which you can change the
name and dimensions as you wish. Click on the [OK] button to confirm the new name and/or dimensions. The
[Custom Paper - Edit] dialog box is then closed and the new name is displayed in the list in place of the
selected one if changed.

[Delete]

Allows you to delete a selected custom paper size from the list.

When deleting a custom paper size, select the corresponding name from the list and click on the [Delete]
button. A dialog box then appears requesting your confirmation. If you confirm it, click on the [OK] button in this
dialog box. This dialog box is then closed and the selected custom paper size name is deleted from the list.

[Move Up]

Moves the highlighted custom paper size name up one line in the list with each click.

[Move Down]

Moves the highlighted custom paper size name down one line in the list with each click.
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Changing the Printer Driver Configuration

You are required to change the configuration of the installed printer driver program if your RISO
printer is equipped with optional devices, such as sorter and multi-tray paper feeder. If you do not
change the printer driver configuration, you will not be able to select the corresponding option when
specifying the print conditions of your print job.

n Open the [Configuration] or [Device Settings] tab of the [Properties] dialog
box.
Click the right-hand mouse key on the corresponding RISO printer icon in the [Printers] folder and select

[Properties] in the displayed menu. Then click on [Configuration] or [Device Settings] in the [Properties]
dialog box.

1 Printers By ] 54

File Edit ‘View Favortes Tools Help |
otk v = v 2] | @oearch [HFoders (P |05 W X = | -
Address I Printers j o

&I_-i = ‘

. Add Printer e
Printers SR
* v Set as Defaul Printer
RISO RZ570(ADYANCE) Printing Preferences. ..
Documents: 0 Pause Printing
Status: Ready Cancel All Documents
Model: RISO RZS7O(ADVANCE) Sharing...
Use Printer Offline
Waiting Time: 0
Create Shorbeut
= Delete
j Rename

{53 Displays the properties of the selected items.
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a Select the optional devices with which your RISO printer is equipped.

Mark the check boxes of the optional device concerned.

Q*' RISO RZ2570{ADY¥ANCE) Properties ﬂﬂ
General | Shafing I Parts | Advanced |
Color Management | Security Configuraticrn
Resolution
I~ Sarter

[~ Job Separatar
™ Gtorage femany

= Wultitray Feeder

Custom Paper Entry |
Fririt Colar Ermtry |

Help About...

Ok I Cancel Sppli

a Click on the [OK] button.

The new printer driver configuration is confirmed and the [Properties] dialog box is closed.
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Installing the Printer Driver <Windows 98SE/Me>

You are required to install, in your computer, the corresponding RISO printer driver that enables
document data printout on your RISO printer. Refer to the Windows 98SE/Me manuals for more
instructions to install the printer driver.

This installation procedure assumes that your computer is directly connected to a RISO printer. If
you want to share the RISO printer with another computer over the network, on the other hand, you
can select the sharing option of the Windows system. Refer to the Windows 98SE/Me manuals for
details about the sharing option. Besides, the dedicated network interface card, RISORINC-NET, is
also available as option, if you want to use your RISO printer on the network.

IMPORTANT!

- To use your RISO printer on the network, it is required to assign an IP address to the printer and create the
“RISO-PRINT Port” in your computer with the optional utility programs, RISO-ADMIN and RISO-PRINT, before
this operation. Refer to the RISORINC-NET User’s Guide.

« When you delete the existing RISO printer driver and re-install it, always reboot your computer before install-
ing the program again.

« RISO printer driver system requirements:

Windows 98SE ... 64MB of RAM or more.
Windows Me........ 128MB of RAM or more.

n Turn on your computer and start Windows.

Open the [Printers] folder and start the [Add Printer Wizard].

Click on the [Start], [Settings], then [Printer] buttons to open the [Printers] folder shown below. Then
double-click on the [Add Printer] icon to start the [Add Printer Wizard].

Printers = 0O] =

File  Edit “iew Go Favoites Help ‘
By »
« . = | ¥
Back Farnwand Up Cut Copy
Address I Printers j

Printers

|T object(s] selected A
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B Select the printer’s destination.

Click on the [Next] button and select [Local printer] as the printer’s destination in the screen shown
below. Then click on the [Next] button again.

\[0XB=» Even if your RISO printer is connected on network, select [Local printer] here.

Add Printer Wizard

Hows is thiz printer attached to pour computer?

IFit iz directly attached to your computer, click Local
Printer. IF it iz attached to anather computer, click Metwork
Prirter

 Metwork prifker

< Back I et = I Cancel

n Open the path for the additional printer driver.

Click on the [Have Disk] button in the screen shown below. Then the [Install From Disk] dialog box will
appear.

Add Printer Wizard

Click the manufacturer and model of your printer. |f your printer came with an
inztallation disk, click Have Disk. If your printer iz not listed, consult pour printer
docurentation far a compatible printer.

Manufacturers: Printers:

Set 10005F 2013108 :I
AGFA-AccuSet 10005F vB2.3

AGFA-AccuSet 1500

AGFA-AccuSet 15005F v2013.108

AGFA-AccuSet 800

ARFA-ARnUSA BONSF w2013 108 LI

Have Dizk. .. |

< Back I et = I Cancel |

26 Installing the Printer Driver / Windows 98SE/Me



Insert the software CD-ROM.

Insert the dedicated software CD-ROM in the CD-ROM drive and click on the [Browse] button in the
screen shown below.

Install From Disk Ed

Inzert the manufacturer's installation disk into
the drive selected, and then click OK.

Cancel

Copy manufacturer's files friam:

= =]

I

Browse. ..

Select the file with .inf extension from the printer driver software files to be
installed.

Windows 98SE--- [Win98SE] - RISOPS3. inf
Windows Me:-- [WIinME] - RISOP3. inf

In the [Open] dialog box, specify the disk drive where the CD-ROM is inserted. The names of the
folders which contain different language’s printer drivers will then appear in the [Folders] list box.

Open the folder of the language you desire for the printer driver. Select the [Win98SE] folder (for
Windows 98SE users) or the [WinME] folder (for Windows Me users) then click on the [OK] button.

File: name: Folders: File: marmne: Folders:
IrisopS.inf F:AU5_Englishywin38SE IrisopS. inf E: 4S5 _EnglishtwinkdE
Cancel | Cancel
S =T = T = —l
i Metwark. .. | i3 US_English Metwork... |

Drives: Dirives:

I@f: j I@e: ﬂ

Windows 98SE Windows Me

The [Install From Disk] dialog box reappears with the name of the selected
folder displayed.

Confirm that the selected language is correct and click on the [OK] button. The [Add Printer Wizard]
will then reappear.

Install From Disk

=

Install From Disk

=

Inzert the manufacturer's installation disk inta
the drive zelected, and then click OF.

Inzert the manufacturer's installation disk into
the drive selected, and then click OF.

Cancel | Cancel |

Copy manufacturer's files from:
FAUS_EnglishWwin3BsE

j Browse. .. |

Copy manufacturer's files from:
E:AUS_EnglishiwintdE

j Browse... |

Windows 98SE

Windows Me
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B Select a printer driver which corresponds to your RISO printer.

Highlight a desired printer driver in the [Printers] box and click on the [Next] button.

Add Printer Wizard

r,§ Click the manufacturer and model of your printer. IF your printer came with an
.!__T ¥ installation digk. click Hawve Disk. [f your printer iz not listed, consult your printer
documentation for a compatible printer.

Frinters:

RI50 RZ3T0A0MANCE] ﬂ
RIS0 RZ390(A0NANCE]
RISO RZ500[A0WANCE]
RISO RZ510[ADWANCE]

RISO B 57 OADYANCE]

RI50 REBA0(A0VARCE] =

Hawe Disk... |
< Back I MHest > I Cancel |

g Select the printer’s port.

When your RISO printer is connected to your computer with a parallel cable, select “LPT1” as the

printer’s port and click on the [Next] button.
When your RISO printer is connected on network, select the “RISO-PRINT Port” as the printer’s port

and click on the [Next] button.
\[01=» To create the “RISO-PRINT Port”, refer to the RISORINC-NET User’s Guide.

Click the port you want to uze with thiz printer, and then
click Mext.

Available ports:

COk1: Communications Port
Creates a file on disk

Configure Port... |

< Back I et = I Cancel |
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m Check the name of the added printer and specify it as [Default Printer].

Confirm that the printer name you selected in Step 8 appears in the [Printer name] box as shown
below, and select [Yes] in the section below to set it as the default printer. Then click on the [Next]
button.

Add Printer Wizard

Y'ou cah type a name for this printer, or pou can use
the name supplied below. 'When you have finished,
click Mext.

Printer name:

RI50 RZ57

¥ our Windows-based programs will use this printer as the
default printer.

< Back I et = I Cahcel |

m Select the [aTest Page] option and install the printer driver’s file from the CD-ROM.

Select [Yes] for the question, “Would you like to print a test page?”, and click on the [Finish] button.
Then, the printer driver’s file is copied from the CD-ROM and a test page is printed out. To print out
the test pages, turn on your RISO printer, and load paper before clicking on the [Finish] button.

If the printer driver is installed properly, the selected RISO printer icon appears in the [Printers]
folder.

Add Printer Wizard

After wour printer iz ingtalled, “Windows can print a test
page so you can confirm that the printer is set up properly.

Would you like to print & test page?

< Back I Finizh I Cancel

@ End the printer driver’s installation.

After the test page is printed out, the checking window appears. Click on the [Yes] button in this
window if the test page is properly printed, to finish the printer driver’s installation. Then remove the
CD-ROM out of the CD-ROM drive.

\[011=» Keep the CD-ROM in a safe location.
@ Reboot your computer.
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Installing the Printer Driver <Windows NT4.0>

You are required to install, in your computer, the corresponding RISO printer driver that enables
document data printout on your RISO printer. Refer to the Windows NT4.0 manuals for more instruc-
tions to install the printer driver.

This installation procedure assumes that your computer is directly connected to a RISO printer. If
you want to share the RISO printer with another computer over the network, on the other hand, you
can select the sharing option of the Windows system. Refer to the Windows NT4.0 manuals for
details about the sharing option. Besides, the dedicated network interface card, RISORINC-NET, is
also available as option, if you want to use your RISO printer on the network.

IMPORTANT!

- You are required to have the administrator’s privilege to install the printer driver program in your computer.

« When you delete the existing RISO printer driver and re-install it, always reboot your computer before install-
ing the program again.

« RISO printer driver system requirements:
Windows NT4.0... 128MB of RAM or more.

n Turn on your computer and start Windows.

Open the [Printers] folder and start the [Add Printer Wizard].

Click on the [Start], [Settings], then [Printer] buttons to open the [Printers] folder shown below. Then
double-click on the [Add Printer] icon to start the [Add Printer Wizard].

E3 Printers =] |

File Edit Yiew Favorites Tools Help |ﬁ

§mEBack ~ = - | @Search [ Folders @ | % b
Address I Printers j ﬁGD

Add Prinker

B Select the printer’s manager.

Click on the [Next] button and select [Local Printer] as the printer’'s manager in the screen shown
below. Then click on the [Next] button again.

[\[e10=» Even if your RISO printer is connected on network, select [Local printer] here.

Local or Network Printer

I the prirter attached to your computer? Q‘:’

IF the piinte is directly aitached to your computer, dlick Local printer. If itis attached to
anather computer, or dieetly ta the netwerk, click Network printer.

I Automatically detect and install my Plug and Flay printer
© Negtwork printer

< Back I Mext > I Cancel
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n Select the printer port.

When your RISO printer is connected to your computer with a parallel cable, click on the check box
of “LPT1” as the printer’s port and click on the [Next] button.

Add Printer Wizard

Select the Printer Port 2%
Computers communicate with printers thiough parts, Q’

Selsct the port you want your printsr ta uss. |f the part is not listed, you can create a
new port.

% Use the follawing port:

Port Description Printer =
Printer Port

LPTZ: Printer Port

LPT=: Printer Port

COM1 Serial Port

COm2 Serial Port

CrIk il Part |

Mote: Most computers use the LPT1: port to communicate with a lacal printer.
€~ Create a new poit

Tupe Local Port |

< Back I Mest > I Caneel |

When your RISO printer is connected on network, add a network print port i.e. LPR port.

1) Click on the [Add Port] button.

2) Select [LPR Port] in the available printer port list and click on the [New Port] button.

3) Enter the IP address of your RISO printer. For the Print queue attribute, enter “Ip” in lower-
case letters in another entry box.

4) Click on the [OK] button, and then confirm that the LPR port is selected as above in the [Add
Printer wizard] screen and click on the [Next] button.

Open the path for the additional printer driver.

Click on the [Have Disk] button in the screen shown below. Then the [Install From Disk] dialog box will
appear.

Add Printer Wizard

Add Printer Wizard

The: manwiacturer and mads| determine which printer to use: Q/

7 Select the manufacturer and model of your printer. If your printer came with an installation
¥ disk, click Have Disk. If your printer is not listed, consult your printer documentation for &
compatible printer.

Manufacturers: Brinters:

AGFAAeouSel vi2.3 ﬁ!
AGF&AccUSetSE vE23

AGFA-AccuSet 600

AGF&-AccuSet BO0SF v52.3

ARF&-AccuSet BO0SF «2013108

AGF&AccuSet 1000 LI
HEEAAren € ot ANNNEE G52 2

Windows Updete | HaveDisk. |

cBack [ Mewts | Coneel |
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a Insert the software CD-ROM.

Insert the dedicated software CD-ROM in the CD-ROM drive and click on the [Browse] button in the
screen shown below.

Install From Disk [ x|
Inzert the manufacturer's installation dizk into the: drive
@ selectad, and then click OK.
Cancel |

Copy manufacturer's files from:

Iﬁ j Browse... |

Select the file with .inf extension from the printer driver software files to be
installed.

Windows NT:-- [WinNT] - RISOP3.INF

In the [Look in:] list box in the dialog box, select the disk drive where the CD-ROM is inserted.

The names of the folders which contain different language printer drivers will then appear in the box.
Select the [WinNT] folder containing the printer driver of a desired language, and click on the [Open]
button twice. The [Install From Disk] dialog box then reappears with the name of the selected direc-
tory displayed. Confirm that the selected folder is correct in this dialog box and click on the [OK]

button.
Lok jn- [ ) WinNT | = BcekE-

[Elrcra e

File name: [risoPzinF = Open |
Filez of type: ISatup Infarmation [~ inf] j Cancel
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B Select a printer driver which corresponds to your RISO printer.

Highlight a desired printer driver in the [Printers] box and click on the [Next] button.

Add Printer Wizard 1

Add Printer Wizard
The manufacturer and model determine which printer to use.

compatible printer.

Printers:

(g Select the manufacturer and model of your printer. If your printer came with an installation
L disk. click Have Disk. If your printer is not listed, consult your printer documentation for a

RISO RZ370ADYANCE]
RISO RZ330[ADVANCE]
RIS0 RZ500(ADVANCE]

Windows Updete | Have Disk

|

J

cBack [ Mewts | Coneel |

g Check the name of the added printer and specify it as [Default Printer].

Confirm that the printer name you selected in the previous step appears in the [Printer name] box as
shown below, and select [Yes] in the section below to set it as the default printer. Then click on the

[Next] button.

Add Printer Wizard I

Name Your Printer
“You must azsign a name for this printer,

Q_.g

Supply a name for this printer. Some programs da not suppart server and printer name

combinations of more than 31 characters.

Printer name:
[Fist

< Back I Mest > I Cancel

m Specify whether your RISO printer is shared or not.

Select “Do not share this printer” and click on the [Next] button.

Add Printer Wizard

Printer Sharing
*rou can share this printer with other network users

Indicate whether you want this printe to be available ta other users. If you share this
printer, you must provids a share name

& §i ot share this printes

€ Shas as:

< Back I Mest > I Cancel
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m Select the [aTest Page] option and install the printer driver’s file from the CD-ROM.

Select [Yes] for the question, “Do you want to print a test page?”, and click on the [Next] button.
Then, the printer driver’s file is copied from the CD-ROM and a test page is printed out. To print out
the test page, turn on your RISO printer, and load paper before clicking on the [Finish] button.

If the printer driver is installed properly, the selected RISO printer icon appears in the [Printers]
folder.

\[oJ1=» The message box [Digital Signature Not Found] will appear. Read the message completely and click
on the [Yes] button.

Add Printer Wizard

Print Test Page O
Tov itk the printer is installed propey, you can print = test pags Q:"

Do you want to print a test page?

< Back I Mext » I Cancel

m End the printer driver’s installation.

After the test page is printed out, the checking window appears. Click on the [Yes] button in this
window if the test page is properly printed, to finish the printer driver’s installation. Then remove the
CD-ROM out of the CD-ROM drive.

\[0J=» Keep the CD-ROM in a safe location.

m Reboot your computer.
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\[0J1=» Your Macintosh is required to have an Ethernet
(RJ45) network port to connect to your RISO
printer, in which the optional network interface
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.
Printer Driver for Mac OS 9

Sending and Printing Data

Follow the procedures given below to print out document data directly on your RISO printer.

If the corresponding RISO printer driver has not been installed in your Macintosh yet, install it first,
referring to the section “Installing the Printer Driver” on page 55.

n Turn on your RISO printer and load paper.

Load paper whose size is the same as defined in the document file to be printed.

a Turn on your Macintosh and start Mac OS 9.

Select the current printer to be used.

Select a [RISO...] printer icon in the [Chooser] dialog box, referring to the section “Selecting the
Current Printer” on page 38.

Specify the print condition in the [Page Setup] dialog box.

n Open the document file to be printed.

Click on [Page Setup] in the [File] menu to open the [Page Setup] dialog box. (See page 42.)

Page Setup - RISO RZ570 - V3.0 m
Size: QA3 () AD O B4
O Ad ) AS-R {3 B5
O Ad4=R 0 AB {J B5-R
L] [ Letter i]
Scaling: 100 | %

Orientation:

[ Rotated

Paper Source: Auto

Ak

Define the setting and click on the [OK] button.
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Canceling Print Jobs

Specify the print job in the [Printer Setup] dialog box.
Click on [Print] in the [File] menu to open the [Printer Setup] dialog box. (See page 44.)

Frinter Setup - RISO R7570 - V3.0 [ print_|

@ Service: [Mona-color 1 % | [Print olor Labet | [_Cancel ]

% Destination: [Print only ¢ | storageTag | [__Heln )
[ Print Ta File
e om0 [ Jeo[ ]
Copies: l:l

If you want to set additional print conditions for the current print job;

Open the following dialog boxes by clicking on the [Coloring (Colouring)] and [Option] buttons in the
[Printer Setup] dialog box.

For the detailed descriptions of these dialog boxes, see page 45 and 46.

g Printer Options - RISO RZ570 - V3.0
Coloring - RISO RZ570 - ¥3.0 R I 0K
sorter Control: [ <Open> = ] Cancel
i . = =
TeLingart: e =2 Stapler: <Open> =
i | ccPattern>> @ Use halftones {3 Use solid tone only Job Separator: m _-EI-
i Preference: Speed Preferred

Photo Images: All->Color 1 ¥ _
Print Speed: cOpen>

<«Pattern>> () Grain-touch {Lighter) @ Screen-covered (Darker) Print Density-1: | <Opens

B Auto Process | /-Semi-Auto (Print) B

[ start confidential operation at the end
B4 Output data after initializing printer
[ Exchange print data between colors 1 and 2

Start printing.

Click on the [Print] button in the [Printer Setup] dialog box.

The selected document file data is then transmitted to your RISO printer and printed out there as
specified in the previous step.

During the print job, the reduced image of the page to be printed is displayed at the upper left corner
on the screen, indicating the data transmission status. As the print data of the displayed page is
transmitted to your RISO printer, the reversed area of this reduced page image increases. This
image disappears from the screen when data transmission is completed.

\[e3I=» The maximum print area is different depending on the model of RISO printer. If you want to know the
maximum print area of your document, consult the user’s guide of your RISO printer.

To cancel a print job, press the Command (&%) and period (.) keys simultaneously.
The print job will then be aborted and the reduced page image will disappear from the screen.
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Selecting the Current Printer

You must select “RISO...” as the current printer before printing any document on your RISO printer.
\[o3i=» Make sure “Ethernet” is selected in the [AppleTalk] (or [Network]) dialog box, which can be opened from the
[Control Panel] window in the [Apple] menu.

O

AppleTalk =

Connect wia: [ Ethernet

— Setup

| Currentzone: <nozones available »

2

Select [Chooser] from the [Apple] menu
The [Chooser] dialog box appears.

\[0J=» Make sure your RISO printer is turned ON before selecting the printer driver.

Specify the printer driver to be used.

Select the [RISO...] printer icon from the printer list in the dialog box.

O Chooser—"——————"8H
2 Select RISO Printer:
@ RISO PRINTER RISORINC
ﬁ.F’S appleShare

Laser''riter & RIS0 RESTOCLY

-
-

Background Printing

3 ON @ OFF
=1 | AppleTalk Q’f‘c“f.e
(O Inactive 262

\[0JB=» You can perform other operations while transmitting data to the printer, when you set the [Back-

ground Printing] at [ON]. As the data transmission speed becomes slow with this option, however,
cancel this option if you want to print fast.
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B Close the [Chooser] dialog box.

Click on the box located at the upper left corner. The confirmation message box as shown below
then appears. Click on the [OK] button in this box to confirm your selection.

¥ou have changed your current
printer. Please choose “Page Setup..”
in all of the open applications.

A printer icon then appears on the desktop of your Macintosh for the selected printer.

—
a-:l
-

RIS0 RZS70( U

\[eJI=» You can check the current printer status if you double-click on the printer icon.
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Creating a RISORINC-format file

It is necessary to create a RISORINC-format file before sending data via FTP with RISORINC-NET.

\[e11=» A RISORINC-format file can only be used with RISO printers.

All settings made in the printer driver are saved with the file.

Confirm that [RISO...] is selected as the current printer in the [Chooser] dialog

box.

The selected [RISO...] should correspond to the RISO printer model to which your document file is to
be transmitted. Otherwise, the transmitted document data may not be printed out correctly on the

target RISO printer.

Open a document file and specify the print job.

Select [Print] in the [File] menu to open the [Printer Setup] dialog box and mark the [Print To File]

check box there.

Printer Setup - RISO RZS70 - ¥3.0 [ Prnt ||
IE Service: [Mono-Color 1 % | [Print Color Label | [__Cancel ]
% Destination: l Print Only ¥ ] l Storage Tag ] [ Help ]

Pages: & All e l:l <=3 l:l
Copies: [

Output the document data to a file.

Click on the [Print] button in the [Printer Setup] dialog box. Then specify the name and the destina-
tion for the RISORINC-format file to be created in the displayed dialog box and click on the [Save]

button.
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Setting the Print Conditions

You can set various print conditions in the dialog boxes shown below, which are respectively opened

by followi

[Page Setup] Dialog Box

[Printer S

ng the indicated steps.

Page Setup - RISORZ570 - V3.0 0K I
Size: (A3 A5 B4
[OF.% ) AS-R O BS
O Ad4-R DA (3 BS-R
()] [Letter i]
Scaling: Yo
Orientation:
[ Rotated
Paper Source: Auto ]

etup] Dialog Box [File] menu -> [Print]

Printer Setup - RISO RZ570 - ¥3.0 [pant_J|

@ Service: [Monn-culurl = ][Print Color Lahel] [ Cancel ]
Destination: [ Print only 2] [ storageTag | [ _Help ]

&
[ Print To File
Pages: @Al o [ e[ ]
Copies: D

[Coloring

(Colouring)] Dialog Box
Colaring - RISO RZ570 - V3.0
Text/Line Art: All->Color 2 E

i <cPatterns> @ Use halftones

(3 Use solid tone only _

All->Color 1 =

§| Photo Images:

«cPattern>> () Grain=touch (Lighter) @ Screen-covered (Darker)

[Printer O

ptions] Dialog Box

Printer Options - RI5S0RZ570 - V3.0 [T]
Sorter Control: [(Opem > ] cancel |
Stapler: [(Opem ] ]
loh Separator: [<0pen> * ]
Preference: [ Speed Preferred ] ]
Print $peed: [<0pen> i]
Print Density-1: [ <Open> i]
Print Density=-2: [ «Open> ] ]

G Auto Process [ v =Semi=-Auto {(Print)

L1

[ start confidential operation at the end
B Output data after initializing printer
[ Bxchange print data between colors 1 and 2

—_

[File] menu -> [Page Setup]

1. Size

2. Scaling

. Orientation

. Rotated (Rotate 180°)
. Paper Source*

a ~ W

1. Service”

2. [Print Color (Colour) Label] button*
3. Destination*

4. [Storage Tag] button*

5. Print To File

6. Pages / Copies

7. [Option] button

8. [Coloring (Colouring)] button

9. [Configuration] button

[File] menu -> [Print] -> [Coloring (Colouring)] button

1. Text / Line Art*
2. <Pattern> Use halftones / solid tone only
3. Photo Images*
4. <Pattern> Grain-touch / Screen-covered

[File] menu -> [Print] -> [Option] button

. Sorter Control*

. Stapler*

. Job Separator

. Preference

. Print Speed

. Print Density

. Auto Process

. Start confidential operation at the end

. Output data after initializing printer

. Exchange print data between colors (colours)
1and 2*

O O 0O N O O & WDN =

*

: These options are not available on the
printer which you are using.
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[Page Setup] Dialog Box

Page Setup - RISORZ570-v3.0

=

Size: () A3 2 AS )B4
0 Ad ) AS-R ) BS
D A4-R (A6 i B5-R
i [Letter i]
Scaling: 100 (%
Orientation:
] Rotated

Paper Source: [Autu

Cancel

\[0JN=» The items that appear in the [Page Setup] dialog box may differ in certain application softwares.

Size

You can change the paper size specified when creating a document by selecting another size from the given
list. The factory-set paper size is “Letter” (8.5 x 11.0in. /216 x 280 mm) or “A47(8.3 x 11.7 in. /210 x 297 mm).
The table below shows the available paper sizes and their corresponding physical dimensions.

Paper Size Dimension: Width x Length Paper Size Dimension: Width x Length
A3 11.7 x 16.5in. (297 x 420 mm) Legal 8.5x14.0in. (216 x 356 mm)
A4 8.3 x 11.7 in. (210 x 297 mm) Tabloid 11.0 x 17.0 in. (280 x 432 mm)
A5 5.8 x8.3in. (148 x 210 mm) Foolscap 8.5x13.4in. (216 x 340 mm)
A6 4.1 x5.8in. (105 x 148 mm) A4-R 11.7 x 8.3in. (297 x 210 mm)
B4 10.1 x 14.3in. (257 x 364 mm) A5-R 8.3 x 5.81in. (210 x 148 mm)
B5 7.2x10.1in. (182 x 257 mm) B5-R 10.1 x 7.2/in. (257 x 182 mm)
B6 5.0x 7.2in. (128 x 182 mm) B6-R 7.2x5.0in. (182 x 128 mm)
Statement 5.5x8.5in. (140 x 216 mm) Statement-R 8.5x5.5in. (216 x 140 mm)
Letter 8.5x11.0in. (216 x 280 mm) Letter-R 11.0 x 8.51in. (280 x 216 mm)

[\[e3i=» - The additonal paper sizes registered in the [Paper Editor] dialog box (see page 52) also appear in the pop-up

list.

» Select a paper size that reads “XX-R” when feeding paper, with the wide edge first, on your RISO printer.
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Scaling

You can reduce or enlarge the page image in printing according to your needs. The available scale range is
20% to 400%. The factory-set value is 100%.

Orientation

You can change the print orientation when printing a document. When you feed paper in the standard way,
narrow edge first, the page image is printed as shown in the selected “print orientation” icon. When paper is
fed, wide edge first, i.e. when “XX-R” is selected as paper size, the page image is printed on the sheet in the
same direction as shown in the selected icon.

Rotated (Rotate 180°)

You can rotate print images by 180 degrees by activating this option. Select the check box to activate it. This
option is useful when the page direction is required to be changed for stapling printed copies or printing on the
media whose feeding direction is limited to one way, such as envelopes.

Important!

This option is also available on the control panel of your RISO printer. Make sure it is not activated on both sides
at the same time. If it is, this option will be canceled.

Paper Source <This option is not available on the printer which you are using.>
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[Printer Setup] Dialog Box

Printer Setup - RISO RZ570 - V3.0 [ Print ||

D Service: [Muno-Cqurl :][PrintCuIDrLaheIH Cancel ]

% Destination: [ Print only 3| storageTag | [ Hep |
[ Print To File
Pages:  @an o [ Je[ ]
Copies: I:l

Service <This option is not available on the printer which you are using.>

[Print Color (Colour) Label] button <This option is not available on the printer which you are using.>

Destination <This option is not available on the printer which you are using.>

[Storage Tag] button <This option is not available on the printer which you are using.>

Print To File

You can specify whether the print data is to be directed to your RISO printer or to a RISORINC-format file.
(See page 40.)

Select this check box to redirect the print data to a file, named “Print Data”, instead of your RISO printer. The
[Print Data] file is stored in the [Extensions] folder in the [System Folder].

Pages / Copies

You can specify the range of pages and number of copies to be printed.

[Option] button

Opens the [Printer Options] dialog box, in which you can specify other print conditions if desired.

[Coloring (Colouring)] button

Opens the [Coloring (Colouring)] dialog box, in which you can specify the image processing patterns.

[Configuration] button

Opens the [Configuration] dialog box, in which you can change the current printer driver configuration.
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[Coloring (Colouring)] Dialog Box

Coloring - RIS0 RZ570 - ¥3.0

Text/Line Art:  [All=>Color 2 |
«cPattern>> @ Use halftones (2 Use solid tone only
Photo Images: [AII-:CnIan ] ]

«cPattern:> (O Grain-touch {Lighter) @& Screen-covered {Darker)

Text/Line Art <This option is not available on the printer which you are using.>

<<Pattern>>

You can select either of the following two styles in printing out colored or gray texts/line-art images in your
document data.

Use Halftones:

The color difference of texts and line-art images can be reproduced as tone difference on prints.

Use Solid tone only:

The color difference of texts and line-art images is not reflected on prints and all images are to be reproduced
as solid ones there.

Photo Images <This option is not available on the printer which you are using.>

<<Pattern>>

You can select either of the following two styles in printing out photo images in your document data. The print
result of the selected style of photo images is previewed on the screen.

Grain-touch (Lighter):

Various tones of photo images are reproduced by changing the number of dots in an area according to original
density. The printed-out photo images will have grain-touch appearance.

Though the fineness of original photo images can be maintained in this style, the range of tone levels to be
realized will be narrower.

Screen-covered (Darker):

Various tones of photo images are reproduced by changing the size of dots according to original density. The
printed-out photo images will be covered with a dot screen.

Though the wide range of tone levels in original photo images can be kept in this style, their fineness will be
lowered.
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[Printer Options] Dialog Box

Printer Options - RISO RZ570 - ¥3.0
Sorter Control: [-:Opem = ] [m
Stapler: [-:Or.len) = ]

Job Separator: [-:Opem = ]
Preference: [Speed Preferred = ]
Print Speed: [-:Opem >

ke

Print Density-1: [-:Opem
Print Density=2: [-:Or.len)

Ak

[ Auto Process |/ -Semi-Auto (Print)

L1

[ start confidential operation at the end
[ Output data after initializing printer
O Exchange print data between colors 1 and 2

Sorter Control <This option is not available on the printer which you are using.>

Stapler <This option is not available on the printer which you are using.>

Job Separator

You can activate the Job separator on your RISO printer and select the timing of separation tape insertion.
Click on the [€] bar and select a desired option from the displayed list. The separation tapes can be inserted
“between documents” or “between pages”. The factory-set option is “<Open>”, which lets the Job separator
operate as specified on the control panel of your RISO printer. If you do not want to use the Job separator,
select “OFF”.

\[031=» This option is available only when the installation of the Job separator is confirmed in the [Configuration] dialog
box — See page 53.

Preference

This setting has no effect on your RISO printer operation. Leave it as it is.

Print Speed

You can select the print speed of your RISO printer. Click on the [4] bar and select a desired speed level from
the displayed list. 5 levels of print speed are available. The factory-set speed level is “<Open>”, which lets your
RISO printer operate at the speed level as specified on its own control panel.

Print Density-1

You can select the print density on your RISO printer. Click on the [4] bar and select a desired density level
from the displayed list. 5 levels of print density are available. The factory-set density level is “<Open>”, which
lets your RISO printer print at the density level as specified on its own control panel.

[\[e10=» The Print Density cannot be changed on the RZ2 Series.
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Auto Process

You can complete your print jobs without further operator involvement by activating this option. Select the
check box to activate it. The factory-set status is “Selected”.

If any operator involvement is required during a print job, however, cancel this option and select a desired
process flow from the given list. The given process flows are as follows :

Semi-Auto (Print):

To interrupt print jobs before each master-making process, thus allowing you to handle a stack of printed
copies, especially for duplex printing.

Semi-Auto (Master):

To interrupt print jobs before each printing process, thus allowing you to check a sample print for print position
and quality.

Manual:

To interrupt print jobs before each process step, i.e. both master-making and printing processes.

\[eJ 1= This option is not available when you select “Storage Only” as data destination in the field above.

Start confidential operation at the end

You can prevent your confidential documents from being duplicated without your knowledge by selecting this
check box. When this check box is selected, the remaining master is automatically replaced with a blank one
after all specified print jobs are finished.

[Print Data] file is stored in the [Extensions] folder in the [System Folder].

Output data after initializing printer

You RISO printer is initialized before receiving print data when this check box is selected. It is recommended to
select this check box in most cases.

Exchanging print data between colors (colours) 1 and 2

<This option is not available on the printer which you are using.>
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Registering Custom Paper Sizes as Standard

You can register desired custom paper sizes as standard using the [Paper Editor] you installed on
the hard disk along with the printer driver. The custom paper size can be named and entered in the
pop-up standard paper size list in the [Page Setup] dialog box.

n Move the RISO printer driver out of the [Extensions] folder.

Double-click on the [Extensions] folder in the [System Folder] to open it and drag and drop the
[RISO...] file outside the [Extensions] folder.
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Open the [Paper Editor] dialog box.

Open the hard disk in which the [RISO Paper Editor] file is stored and double-click on the [RISO
Paper Editor] file. You are then prompted to open the relevant file. Select the corresponding RISO
printer icon and click on the [Open] button. The [Paper Editor] dialog box then appears as shown in

the next page.

48 Registering Custom Paper Sizes as Standard / Mac OS 9

O ) Mac3-E(aAnily B
258 items, 12.1 GB available
System Folder tssian
Iter net (G System Folder | %] = 0592English
[ Launcher Items
& Preferences
Web Pages Apple Extras i@ PrintMonitor Documents

&3 RISO RZ570(U) N —
Bj Scripting Additions

R [* |&f Scripts .
j servers I~ open ||




B Click on the [New] button.
The [Paper Editor - Add/Edit] dialog box then appears.

O=————~"RIS0PaperBdtor==——————B8

You can change the paper size by double-clicking on the paper.
You can create a new paper by clicking on the [New] button.

[»

> Name: |Name Untitled | " ok ||
width: Length:[297.00
Unit: & mm {2 Inches
A~ ~ [ copy all Settings into Clipboard |
{ [ New=N |[)Edit |[Delete®B| [ save %s
[ Paste All Settings from Clipboard |

n Enter a custom paper size and name it.

Enter the name and size of the paper to be registered and click on the [OK] button. The [Paper Editor
- Add/Edit] dialog box is then closed and the paper size name which has just been registered is
added to the custom paper size register list in the [Paper Editor] dialog box. If you need to change
from “inch” to “mm”, click the appropriate radio button [ O ].

When registering the custom paper which you intend to feed with its wide edge first, enter the longer
value in the “Width” field and the shorter one in the “Length” field.
The available minimum paper size is 0.394 inch x 0.394 inch (10.0 mm x 10.0 mm). The maximum
paper size varies with the printer you use. For details, see the instruction manual for your printer.

Mame: |My Paper | l@

width: (21000 | Length:|290.00

Unit: @ mm ) Inches

[ Copy All Settings into Clipboard |

[ Paste All Settings from Clipboard ]

v

[ ==—————n~ IS0 Paperbditor———"——"—H

You can change the paper size by double-clicking on the paper.
You can create a new paper by clicking on the [New] button.

v Paper : 210.00mm * 290.00mm

[»

New 3N |[ Edit |[DeletexB| [ Savezs || ExitS@Q']
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B Quits the Paper Editor.

Click on the [Save] button to keep the renewed custom paper size register listin memory and then on
the [Exit] button. The [Paper Editor] dialog box is then closed.

B Move the printer driver back into the [Extensions] folder.

Drag and drop the [RISO...] file into the [Extensions] folder to return it to its original location.

[\[e31=» Do not forget to return the printer driver to its original location.
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Button Functions in [Paper Editor] Dialog Box

D =———————"—"—"—"HRI50Paperblitor =="——-——r—— E

You can change the paper size by double-clicking on the paper.
You can create a new paper hy clicking on the [New] hutton.

hy Paper : 210.00mm * 290.00mm

[»

-

New#®N || Edit || Delete®B| [ sSave®s |[ Exit®g |

[New]

Allows you to name a disired custom paper size and register it as one of the standard ones.

[Edit]

Allows you to change the name and/or dimensions of any custom paper size displayed in the register list.
When changing the name and/or dimensions of a custom paper size, select the corresponding name from the
register list and click on the [Edit] button or double-click on the paper size name itself to open the [Paper Editor
- Add/Edit] dialog box, in which you can change the name and dimensions as you wish. Click on the [OK]
button to confirm the new name and/or dimensions. The [Paper Editor - Add/Edit] dialog box is then closed
and the new name is displayed in the register list in place of the previous one.

[Delete]

Allows you to delete a selected custom paper size from the register list. When deleting a custom paper size,
select the corresponding name from the register list and click on the [Delete] button.

\[0JI=) Take extra care not to delete another custom paper size in error because a confirmation message doesn’t
appear when clicking on the [Delete] button.

[Save]

Keeps the current custom paper size register list in memory.

[Exit]

Closes this dialog box.
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Button Functions in [Paper Editor - Add/Edit] Dialog Box

Mame: |Name Lintitled

Width: ZII] L1]1] Length:| 297.00 Cancel

Unit: !} mm 2 Inches

[ Ccopy All Settings into Clipboard |

[ Paste All Settings from Clipboard ]

[OK]

Confirms the current setting and closes this dialog box.

[Cancel]

Ignores any changes, resumes the previous settings and closes this dialog box.

[Copy All Settings into Clipboard]

Copies the name and dimensions of the displayed custom paper size into the “Clipboard” file.

[Paste All Settings from Clipboard]

Pastes the name and dimensions of the custom paper size saved in the “Clipboard” file on the corresponding
fields in this dialog box.

When you add a custom paper size to the register list which is similar to an existing one, follow the
procedure below.
) Double-click on the existing custom paper size in the register list.
2) Click on the [Copy All Settings into Clipboard] button and click on the [OK] button.
3) Click on the [New] button.
4) Click on the [Paste All Settings from Clipboard] button.
5) Change the name and dimensions of the pasted custom paper size as you wish.
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Changing the Printer Driver Configuration

You are required to change the configuration of the installed printer driver program if your RISO
printer is equipped with optional devices, such as sorter and multi-tray paper feeder. If you do not
change the printer driver configuration, you will not be able to select the corresponding option when
specifying the print conditions of your print job.

n Open the [Configuration] dialog box.

Click on the [Configuration] button in the [Printer Setup] dialog box.
\[e31=» To open the [Printer Setup] dialog box, click on [Print] in the [File] menu.

Printer Setup - RISO RZ570 - ¥3.0 [ Print__|
@ Service: [Mnnu-culorl s ][Frint(olorlahel] [ Cancel ]
% Destination: [Print only 2] [ StorageTag | [ _Heln ]

[ Print To File [ _calaging, |
Pages: ® All o) |:| == |:|
Copies: [

B Select the optional devices with which your RISO printer is equipped.

Click on the [Installed] circles of the optional device concerned.

Configuration - RISORZ570 - ¥3.0

Resolution: ) 300X 300 dpi
2 300 X 400 dpi
{2 400 X 400 dpi
@ 300X 600 dpi
) 600X 600 dpi

Sorter: Not Installed B

Job Separator: (3 Installed @ Not Installed
Storage Memory: ) Installed @ Not Installed

Multi-tray Feeder: ) Installed (@ Not Installed
[ ok || [ cancet | [ Help |

B Click on the [OK] button.

The new printer driver configuration is confirmed and the [Configuration] dialog box is closed.
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Finding Information about the Printer Driver

The information about the RISO printer driver may sometimes be requested by your service repre-
sentative when you contact him or her due to function errors. In that case, get it as instructed below.

Select the [RISO...] file.

Double-click on the [Extensions] folder in the [System Folder].
Then, click on the [RISO...] file and highlight it.

O e s ﬁ System Folder =]
P 28 items, 12.1 GE available
[, [«
[F1 = 5] Extensions = =]

Finder 213 iterns, 17.06 GB available

PrintMonitor Documents

&

Application Support

=l
==
==

Contextual Menu ltems

Control Panels

<

Clipboard

-

Cantrol Strip Modules

uic

[

XTENSION

@ QuickTime™ Musical [nstruments
15H) DuickTime™ PawerFlug
& DuickTime™ ¥R
EE= =

= OrE ey

? e o uppart
£ Security Cert Module
£ Security Library

£ Security Manager

1]

Security Policy Module
il ]

SEID

[4]

B Open the [Information] window.

Choose [Get Info] from the [File] menu. The following printer driver information window then appears.

RISO RZ570{U) Info ="r—==H

O
i [Ri50 RZ570(U)

RISO RZS70

—Show:| General Information o

Kind: Chooser extension
Size: 303 K on disk {927,295 bytes)
Where:05 9.2 English: System Folder: Extensions:

Created: Fri, Jul 4, 2003, 1:21 PM
Modified: Wed, Sep 22, 2004, 1204 PM

Yersion: 3.0.2 RIS0 RZ Series Printer Driver RZS70
@2001-2004 RISO KAGAKU CORP.

Label:(None " T¢]

Comments:

[ Locked

You can check the version number of the printer driver in this window and write down comments in
the [Comments] box if desired. Mark the [Locked] check box to inhibit any custom paper sizes from
being registered or changed. To close this window, click on the box located at its upper left corner.
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Installing the Printer Driver

You are required to install, in your Macintosh, the corresponding RISO printer driver that enables the
printout of data on your RISO printer, and the dedicated Paper Editor.

IMPORTANT!

This printer driver functions only under the following Macintosh system configuration:
Mac OS 8.6 - 9.2.2 with PowerPC and 192MB or more RAM. Check your Macintosh environment.

n Turn on your Macintosh and start Mac OS.

IMPORTANT!

If an old version of RISO printer driver is already installed in your computer, uninstall it before installing this
version.

To uninstall the old version,
1. Move the corresponding RISO printer icon into the [Trash] icon.
2. Move the printer driver file concerned in the [Extensions] folder in the [System Folder] into the [Trash] icon.

a Insert the dedicated software CD-ROM in the CD-ROM drive.

The CD-ROM icon named “RISO Printer Driver” appears on the screen.

RIS0O Printer Driver

B Copy the required files into the hard disk.

Double-click on the CD-ROM icon. Then the folders containing different language’s printer drivers
appear. Double-click on one of them to open it and copy the [RISO...] file corresponding to your
RISO printer and [RISO Paper Editor] file into the hard disk.

O Eu US_English ==
5] 13 items, 17.3 ME available
\ |
RIS0 PaperEditor{ 1} RISO RZSTOCLY | O g ? Mac3-E(English) a0 B
\ % 42 itemns, 12.1 GB available
il I [«]»] 2 sl
> System Folder
Apple Extras applications Assistants
H=E
Internet Mac 05 Read Me Files Utilities
-
4 [l [»]z
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n Move the RISO printer icon into the [System Folder] icon.

Drag and drop the printer icon corresponding to your RISO printer into the [System Folder] icon.

@)

System Folder

-
RISO RZS 700U}

-

The following confirmation message appears. Click on the [OK] button in the message box, to copy
the printer driver into the [Extensions] folder in the [System Folder].

This item needs to be stored in the
Extensions folder in order to be available to
the computer. Put “RIS0 RZ570{L)”* into the

Extensions folder?

B End the printer driver’s installation.

Drag and drop the CD-ROM icon onto the [Trash] icon and remove the CD-ROM.
\[e1=» Keep the CD-ROM in a safe location.
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.
Printer Driver for Mac OS X

Sending and Printing Data

Follow the procedures given below to print out document data directly on your RISO printer.

If the corresponding RISO printer driver has not been installed in your Macintosh yet, install it first,
referring to the section “Installing the Printer Driver” on page 78.

IMPORTANT!

- The maximum print area is different depending on the model of RISO printer. If you want to know the maximum

print area of your document, consult the user’s guide of your RISO printer.
- For other limitations, also read the user’s guide of your printer.

n Turn on your RISO printer and load paper.

Be sure to turn your RISO printer on, and feed the paper in same size as the document printed.
Adjust the feeder and output tray prior to printing.
Refer to the user’s guide of your RISO printer for detalils.

a Turn on your Macintosh and start Mac OS X.

B Open the [Page Setup] dialog box.

Open the document to be printed, and select [Page Setup] from the [File] menu. (Menu names may
vary depending on the software application.)

IMPORTANT!
If you have two or more printers connected, select the current printer from the [Format for].
After settings are confirmed, click on the [OK] button to close the dialog box.

Settings: | Page Attributes |+J

Format for: | RISO PRINTER RISORINC lﬂ
RISO RZ570
Paper Size: [ A4 |+J
20.96 cm x 29.67 cm

100 %

Scale:

Q) CCancel) @06

Define the setting and click on the [OK] button.
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n Specify the print job in the [Printer Setup] dialog box.

Click on [Print] in the [File] menu to open the [Printer Setup] dialog box.

|
Printer: | RISO PRINTER RISORINC ) |
Presets: | Standard = l
|
Copies & Pages ) i

Copies: 1 [ Collated

Pages: @ all
O From: 1 to: |1

@ (Preview) (SaveAs PDF...) ( Fax... ) @

Specify the number of copies and range of pages to be printed. Deselect the [Collated] check box.
For detailed settings, select relevant items from the list box for settings. (See page 60)

Printer: [ RISO PRINTER RISORINC I-H
Presets: | Standard H'l
+ Copies & Pages E
Layout
Copies: Output Options
Pages Scheduler
e Paper Handling 3
ColorSync

Printer Setup
| StorageTag

" Colorin

® & pone Options €y
Photo processing

Configuration
Print Color Entry
Summary

B Start printing.

Click on the [Print] button.
The selected document file data is then transmitted to your RISO printer and printed out there as
specified in the previous step.
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Add the printer to the printer list -Mac OS X 10.3-

n Turn on your RISO printer.

On the Mac OS X startup disk, activate the [Printer Setup Utility] from the [Utili-
ties] folder in [Applications] folder.

Click on the [Add] icon.

Select [AppleTalk].

Click on the printer icon you want to add

Click on the [Add] button.

0000

Confirm that your RISO printer is added to the printer list.

Add the printer to the printer list -Mac OS X 10.4-

Turn on your RISO printer.

On the Mac OS X startup disk, activate the [Printer Setup Utility] from the [Utili-
ties] folder in [Applications] folder.

Click on the [Add] icon.

Select the RISO printer you want to add ([AppleTalk] connection).

Select the RISO printer driver you want to add.

Click on the [Add] button.

Confirm that your RISO printer is added to the printer list.

0000 08
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Dialog Box Settings

Mac OS settings

Some operation may differ depending on the version of Mac OS X.
For details, refer to Mac OS X Help.

This manual explains on Mac OS X 10.3.

Copies & Pages

Printer: | RISO PRINTER RISORINC ) !
Presets: | Standard )
Copies & Pages = }
Copies: |1 [ Collated
Pages: @ al|
O From: 1 to: |1

® (Preview) (Save As PDF._.) ( Fax... ) (" cancel )

You can set the number of copies and range of pages to be printed.

Copies
Enter the value for the number of copies to be printed.

Collated
Never fail to deselect the [Collated] box when you use the RISO Printer Driver for printing.

Pages
You can specify the range of pages to be printed.
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Layout

Printer: [ RISO PRINTER RISORINC B
Presets: | Standard !
( Layout I+ l}

Pages per Sheet: 1

1 Layout Direction: ﬁ

Border: ' None B:

Two Sided Printing: (=) Off
_ Long-Edge Binding
_ Short Edge Binding

® CPreview) (Save As PDF._.) ( Fax... ) @

This option allows you layout processing.
You can print the data of two or more pages on one sheet of paper.

A= cp

Pages per Sheet
You can select the number of pages to be printed on one sheet of paper, from 1, 2, 4, 6, 9, or 16.

Layout Direction
You can select page direction to be printed.

Border

This option allows you to draw the outline on the paper.
If you do not print the outline, select [None].
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Output Options

Printer: [ RISO PRINTER RISORINC )
Presets: | Standard !
" Output Options | }

" save as File Format ' PDF

@ (Preview) (Save As PDF._.) ( Fax... ) @

You can specify whether the print data is to be directed to your RISO printer or to a file.

Save as File
Select this check box to redirect the print data to a file.

Format
Select the [Format] for choice between PDF and PostScript file.

IMPORTANT!
You cannot create the RISORINC-format file.

Printer: | RISO PRINTER RISORINC )
Presets: | Standard 'ﬂ
[ Scheduler 3!

Print Document: ® Now
OAt 2:04PM
() On Hold

Priority: | Medium Iﬂ

® (Preview) (Save As PDF._.) ( Fax... ) Eml

You can specify the printing schedule.

Print Document

Now : The print command is sent immediately.

At . The data is to be printed at a specified time.
On Hold : Printing is reserved.

Priority
You can select priority of documents to be printed.
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Paper Handling

Printer: [ RISO PRINTER RISORINC )
Presets: | Standard !
——————paper Handling s i

gkeverse page order Print: @ All pages
() 0dd numbered pages
() Even numbered pages

® CPreview) (Save As PDF._.) ( Fax... ) @

You can select the printing order of pages and range of pages.

Reverse page order
If you select this check box, the document will be printed in inverse order.

Print
You can specify the range of pages to be printed.

Color Sync

Printer: [ RISO PRINTER RISORINC lﬂ
Presets: | Standard 'ﬂ
——— [ Colorsync | :i
Color Conversion: Standard lﬂ
Quartz Filter: "None |+J

® (Preview) (Save As PDF._.) C Fax... ) @ @

You can determine the ColorSync settings.

Color Conversion
[Standard] is only available on the RISO Printer Driver.

Quartz Filter
Select [None] on the RISO Printer Driver.

Settings for photo image processing should be made on [Coloring] (See page 67) and [Photo processing]
(See page 71) options.
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RISO Printer Driver Settings
Printer Setup

Printer: | RISO PRINTER RISORINC }%J
Presets: | Standard }%J
" Printer Setup 4
Process " Full Auto }%i
Destination Print Only =

Paper Source Auto

"] Rotated

® CPreview) (SaveAs PDF._.) C Fax... ) @

Process

You can specify how to process your print jobs on your RISO printer, i.e. to complete them without interruption
or to interrupt them after a specified process step. By interrupting your print jobs, you can check print position
and quality with test prints before printing process or change the print job flow according to your print require-
ments. Click on the [V¥] bar and select a desired process flow from the displayed list. The available process
flows are as follows :

Full Auto:

To complete print jobs without operator involvement on your RISO printer. No pause is made between master-
making and printing processes until the end of print jobs.

Semi-Auto (Print):

To interrupt print jobs before each master-making process, thus allowing you to handle a stack of printed
copies, especially for duplex printing.

Semi-Auto (Master):

To interrupt print jobs before each printing process, thus allowing you to check a sample print.

Manual:

To interrupt print jobs before each process step, i.e. both master-making and printing processes.
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Destination

B This option is not available on the printer which you are using.

Paper Source

H This option is not available on the printer which you are using.

Rotated
You can rotate print images by 180 degrees by activating this option.

IMPORTANT!
This option is also available on the control panel of your RISO printer. Make sure it is not activated on both sides
at the same time. If it is, this option will be canceled.
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Storage Tag

Printer: [ RISO PRINTER RISORINC )
Presets: | Standard B
( Storage Tag H-;

| Use an original file name for identification
ID Name
Owner Name  User

] Display a message before deleting data

@ (Preview) (Save As PDF...) ( Fax... ) @

B This option is not available on the printer which you are using.
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Coloring

Printer: | RISO PRINTER RISORINC )
Presets: | Standard )
[Coloring )
Original Original Halftones
dn“‘i“ ,."‘ @ Photo @ Screen-covered
i, L O Line () Grain-touch
4 : To Solid-look
1 Screen Style @
Print Frequency 71 Ipi
1 o . Angle 45 degrees
L 9 9
| 8 Mono-color Print
Print color " Black |-¢-] @
_) Dual-color Print
Color 1 Black =
Color 2 Red R
Printing process Dual-Total Data =) @
Coloring Black->1/Red->2 -
@ (Preview) (Save As PDF ) C Fax... ) ( Cancel ) H

@ Original
Photo
Line
® Halftones
Screen-covered
Grain-touch
To Solid-look
Screen Style
Frequency
Angle

* This option is not available on the printer which you are using.

@ Original

You can select document types.

Photo

® Mono-color Print

Print Color

@® Dual-color Print*

Click on the circle when the manuscript includes photo images.

Line

Click on the circle when the manuscript consists of texts and drawings.
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® Halftones

You can select grayscale and halftones for color photos.
You can view your choice on the sample image on the left.

Screen-covered
A halftone processing mode by changing the size of dots depending on the document print density. It is
superior in halftone output, but reproduces finer images in inferior quality to [Grain-touch] mode.

Grain-touch
A halftone processing mode by determining printing per dot depending on the document print density. It
enables to reproduce finer images, but the halftone quality is inferior to [Screen-covered].

To Solid-look

This mode makes all text solid-look. You can use this mode to express the text clearly. The difference of
each text color cannot be expressed.

Screen-covered parameter can be set by selecting [Screen-covered].
Frequency

You can select the frequency of dots per inch (25.4 mm). You can select the value from 38 to 200. The
default value is 72.

Angle
You can select the angle of dot direction so as to make adjustments against moire or other problems. You
can select the value from 0 to 90. The default value is 45.

® Mono-color print

Print Color
Select the print colors mounted on your RISO printer.

@® Dual-color Print

B This option is not available on the printer which you are using.
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Printer Options

Printer: | RISO PRINTER RISORINC I%i
Presets: = Standard 'ﬂ
Printer Options i+

Sorter Control <Open> —I
Stapler <Open> D @
Job Separator <Open> |ﬂ J
Print Speed <Open> B3 @
Print Density-1 <Open> H _I @
Print Density-2 <Open> =] _I
[ Start confidential operation at the end @
4] Output data after initializing printer

@ (Prsview) (Save As PDF ) ( Fax... ) ( Cancel ) HHH

Settings

@ Configuration (@ Other options
Sorter Control* Start confidential operation at the end
Stapler* Output data after initializing printer
Job Separator

@® Print Speed

® Print Density
* This option is not available on the printer which you are using.
@ Configuration
B The optional settings are displayed if your RISO printer is equipped with optional devices, which

are selected in the [Configuration] dialog box. (See page 73)

Sorter Control
B This option is not available on the printer which you are using.

Stapler
B This option is not available on the printer which you are using.

Job Separator
You can activate the job separator on your RISO printer and select the timing of separation tape insertion.

<Open> : Follow the present setting of your RISO printer.
OFF : No separation tape inserted.

ON-Between Documents : Insert separation tapes per job.

ON-Between Pages . Insert separation tapes per page.

[\[e11=» Refer to the user’s guide of the job separator for its functions and operations.

Dialog Box Settings / Mac OS X 69



@® Print Speed

You can select the print speed of your RISO printer. 5 levels of print speed are available. The factory-set
speed level is “<Open>”, which lets your RISO printer operate at the speed level as specified on its own
control panel.

® Print Density

You can select the print density on your RISO printer. 5 levels of print density are available.
The factory-set density level is “<Open>”, which lets your RISO printer operate at the density level as
specified on its own control panel.

[\[eI1=» The Print Density cannot be changed on the RZ2 Series.

@ Other options

Start confidential operation at the end

You can prevent your confidential documents from being duplicated without your knowledge by selecting
this check box. When this check box is selected, the remaining master is automatically replaced with a
blank one after all specified print jobs are finished.

Output data after initializing printer

Your RISO printer is initialized before receiving print data when this check box is selected.
It is recommended to select this check box in most cases.
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Photo processing

Printer: [ RISO PRINTER RISORINC

Presets: | Standard

ar

=

[ Photo processing

[} RISO-PHOTO-PRINT Fine Mode
Tone Level @ Auto

C Specified as

0 100
Light 50 Dark

50

@ CPreview) CSaveAs PDF._.) ( Fax... ) @

You can specify the photo image processing mode.
This option is not displayed if you select [Line] in [Original] for the [Coloring] dialog box (See page 67).

RISO-PHOTO-PRINT Fine Mode

This image processing mode is originally developed by RISO, in order to reproduce photo images while
keeping their original fineness as well as possible.

You can activate this mode by selecting the corresponding check box.

Tone Level
You can adjust the tone level of original photo images to obtain an optimum photo tone in prints.

Auto : The tone level of original photo images is automatically adjusted to compensate for their tone
unbalance.

Specified as : The tone of original photo images can be changed according to your needs by shifting the
pointer on the sliding bar or directly entering a desired value into the corresponding field. Shift
the pointer toward “0%” if you want to make the photo tone lighter and toward “100%” if you
want to make it darker. 100 steps of tone level are available. This option covers the whole job,
not available in respective images.
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Summary

printer: | RISO PRINTER RISORINC

Presets: | Standard

>

( Summary

4

Printer Setup
Process: Full Auto m

Destination: Print Only

Paper Source: Auto

Rotated: OFF

Print To File: OFF
Storage Tag

Use an original file name for identification: ON

Owner Name: User

Destination folder: 1

Display a message before deleting data: OFF
Coloring

Al

@ (Preview) (SaveAs PDF._.) ( Fax... ) @
|

You can view the settings at a glance.
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Changing the Printer Driver Configuration

You are required to change the configuration of the installed printer driver program if your RISO
printer is equipped with optional devices such as sorter and colors.

Settings for Auto Quick Dual-color and auto detection of color information are also available.

Printer: | RISO PRINTER RISORINC l%i

Presets: | Standard )

" Configuration %]

Sorter Not Installed ]
Job Separator @ Installed O) Not Installed
Storage Memory ) Installed (*) Not Installed
Multi-tray Feeder () Installed (*) Not Installed

® (Preview) (SaveAs PDF...) ( Fax... ) (m G—FTHQ—)

B You cannot select this option without any optional devices connected.

Sorter : This option is not available on the printer which you are using.

Job Separator  : Select [Installed] if your RISO printer is equipped with the Job Separator.
Storage Memory : This option is not available on the printer which you are using.
Multi-tray Feeder : This option is not available on the printer which you are using.
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Print Color Entry

Printer: | RISO PRINTER RISORINC

I_H

Presets: | Standard

Color List

=)

" Print Color Entry

&)

Color
Blue
Brown

m ( Add->

Print Color Label

Black
Red

Green

Yellow

Gray

Light Gray
RISO-Federal Blue
Medium Blue

( Delete<- )

Bright Red

RISO-Marine Red I3
Purple |
Buiweismedie Bacd

)

(Preview) (Save As PDF...) ( Fax... )

(e ) @D

Register the print colors you have on your RISO printer.
The print colors registered are displayed in the [Print Color] pull-down menu in the [Coloring] dialog box.
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Register frequently used custom paper size

[Custom Paper Size] setting allows you to add a custom paper size to the register list. The paper size
name, which has just been registered, is added to the custom paper size register list in the pull-down
menu of the [Page Setup] dialog box. (See page 57)

n Open the [Page Setup] dialog box from the application software you are using.

Settings: | Page Attributes |+i

Format for: | RISO PRINTER RISORINC lﬂ
RISO RZ570
Paper Size: | A4 'ﬂ
20.96 cm x 29.67 cm

Orientation: .'I
100 %

Scale:

@ (Conar) 06D

a Select [Custom Paper Size] of the [Settings] pull-down menu to open the [Cus-
tom Paper Size] dialog box.

Settings: | Custom Paper Size = l
4 New J
Duplicate
Delete
Paper Size Printer Margins
Height: cm Top: e
Width: o Left: cm  Right: om
Bottom: cm
©) (Cancel) @00
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B Click on the [New] button to add a custom paper size to the register list.

Enter the values in the fields [Name], [Paper Size], and [Printer Margins] for an added custom paper
size.

Settings: | Custom Paper Size |+J
RISO
. New )
([ Duplicate |
(  Delete )
. Save )
Paper Size Printer Margins
Height: 15 om Top: |1.50 A
Width: ’20—‘ i Left: 1.50 cm  Right: 1.50 om
Bottom: 1.50 om
@ o)

[\[oXN=» - If you register the paper size in horizontal direction, enter the value of longer side in the [Width] field
and that of shorter side in the [Height] field.

» Entry of the name and dimensions will help you when you select the paper size.

» Paper size to be registered may vary depending on the printer model you use. Refer to the user’s
guide of your RISO printer for details.

You can save the information of your customer paper size by clicking on the
[Save] button.

Click on the [OK] button to close the dialog box.
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Finding Version Number of the Printer Driver

In case you contact your service representative due to function errors, check this version number beforehand.

On the Mac OS X startup disk, open the [RISORINC3] from [Printers]-[RISO]
folder in [Library] folder.

a Select the Plug-in file with name of your printer.

:Xela) [ RISORINC3 -
| = TR EEEE— |
| O3 Q- local cisks T
[~ RISORINC3 [ 03A [ ¥ Preview |
@ Network |
g Networ @ RZ570PM.plugin
| B macosx 103 |
| 8l Macos 9.2.2 Fom— |
Tl Macos X 10.4
S Mac 05X 10.1 &
| 0 RISO Printer ... &
| " Name: RZ570PM.plugin |
| m Desktop Kind: Plug-in
| Size: 3.7 MB on disk
fJﬁ} User (3,943,692 bytes)
Created: Tuesday, 7 February
?AC' Applications 2006 09:29
Modified: Tuesday, 7 February
| Fﬁ Documents 2006 09:29 ]
| Bt Version: RISO Printer Driver |
e Copyright 2005
1 ﬁ Movies RISO KAGAKU |
| CORPORATION
Music (V102B08)
'_'u Pictures Ul 1l nfl
= 1 (= = R
| 1 of 2 selected, 1.64 GB available A

You can check the file information of the printer driver in preview window. When preview window is
not displayed, select [Get Info] in [File] to display preview window. The bottom column in Version
displays driver's version number.
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Installing the Printer Driver

You are required to install, in your Macintosh, the corresponding RISO printer driver that enables the
printout of data on your RISO printer, and the dedicated Paper Editor.

IMPORTANT!

« This printer driver is exclusively for Mac OS X (10.3 ~ 10.4)

 RISO printer system requirements:
CPU : PowerPC G3 or higher recommended
192MB of RAM or more

- If an old version of RISO Printer Driver is already installed in your computer, delete it from the printer list of
[Printer Setup Utility].

n Turn on your Macintosh and start Mac OS X.
Insert the dedicated software CD-ROM in the CD-ROM drive.
Double-click on the CD-ROM icon, and open the folder of a desired printer.

Double-click on the installer package (pkg file) icon for a desired printer.

Install the printer driver following the instructions appearing on the screen.

End the printer driver’s installation.

\[0JN=» Keep the CD-ROM in a safe location.

Restart your Macintosh.
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Troubleshooting Tips

Error Message on Windows PC’s Display

Take actions as given below if the following error messages appear in the PC’s display.

( Message

) (

The printer is not ready for printing.

(The device is not ready.)

Description and Action

Q This message appears when your RISO printer requires
paper or it is not connected to your computer properly.

Replenish paper or check your RISO printer and the
printer cable for poor connection, and then restart

printing.

Q This message also appears when the memory of your RISO
printer becomes full during data transmission because the
size of the document data concerned is too large.

Reduce the file size of the document data concerned
or increase the value of the [Timeout] setting in your
computer system, and then restart printing.

Cannot print because an error is

found in the current printer settings.

Q This message appears if the printer settings (paper size,
print orientation, etc.) in the application software and the

printer driver do not match.

Change the printer settings in the application software
to make them identical with those in the printer driver

or vice versa.

Eject the master immediately after
printing?

Q This message appears to request your confirmation before
sending the first page of data if the [Start confidential
operation at the end] option in the [Properties] dialog box of

the printer driver is selected.

Click on the [Yes] button if you want to keep the
[Confidential] option and the [No] button if not. Click on
the [Cancel] button if you want to cancel the current

print order.
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Operation Problems

Check your system setup as given below if you encounter the following operation problems. Contact
your service representative for help if you cannot solve the problem.

No Printout

( Problem ) ( Cause / Condition and Action )
Your Macintosh does not start a print Q The memory of your Macintosh is not enough for your print
job after clicking on the [Print] button job.

in the [Printer Setup] dialog box. . :

(Mac OS) Increase the memory value by increasing the value of

the virtual memory.

Your RISO printer is not receiving QO Your computer is not securely connected to your RISO
data from your computer even after printer.
the print job finishes in the application

Connect the printer cable (or network cable) to both

software. '
your computer and your RISO printer securely.

Q The [RISO...] printer driver is not selected.

Select it and reprint.

Q [Printing] is displayed as the printer status when you open
the [RISO...] printer monitor window.

Wait until the printer status display changes in the
[RISO...] printer monitor window.
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( Problem

Your RISO printer cannot finish
processing the current document
data.

) ( Cause / Condition and Action )

Q The printer cable (or network cable) was removed just after a
print job started in the application software. ([Printing] is
displayed when you open the [RISO...] printer monitor
window in this case.)

Reconnect the cable and cancel the current job in the
[RISO...] printer monitor window. Then turn off the
main power switch of your RISO printer. After approxi-
mately 10 seconds, turn it on again.

Q [Pause] is displayed as the printer status when you open the
[RISO...] printer monitor window.

Click on the [Restart] in the [Document] menu in the
[RISO...] printer monitor window.

Q The printer settings (paper size, print orientation, etc.) in the
application software and in the printer driver do not match.

Change the printer settings in the application software
to make them identical with those in the printer driver
or vice versa, and repeat the print job from the appli-
cation software.

Q The print job has been canceled before completion in the
application software on your computer.

Turn off the main power switch of your RISO printer.
After approximately 10 seconds, turn it on again.
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Unexpected Print Result

( Problem ) ( Cause / Condition and Action )

Graphics cannot be printed properly.

Q The current [RISO...] printer driver was not selected as
active when editing graphics.

Select the current [RISO...] printer driver and edit
graphics again because graphics may not be printed
properly if they are edited with another printer driver
selected.

Q The specified custom paper size was so large that unex-
pected margins were assigned on a page.

Select another paper size or specify the custom paper
size within the valid range.

Some fonts cannot be printed properly.

Q The [Use Printer Font] option is selected in the application
software.

Cancel the [Use Printer Font] option in the application
software.

The page image is not centered or is
clipped at an edge.

Q The paper size setting in the application software is not
identical with that in the printer driver.

Make both paper size setting identical.

Q The print area specified in the application software is beyond
the maximum print area of your RISO printer.

Increase the border margins in the application soft-
ware to contain the page image within the printable
area of your RISO printer.

Q There is something wrong with the Print cylinder (drum) in
your RISO printer.

Check your RISO printer, referring to the dedicated
user’s guide.
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Unexpected Action

( Problem ) ( Cause / Condition and Action )
Your RISO printer repeats the master- 4d The [Collate] check box is selected in the [Print] dialog box in
making process for each copy of the the application software.

identical . .
dentical page Cancel the current print job on your computer and turn

off the main power switch of your RISO printer. After
approximately 10 seconds, turn it on again. Always
cancel the [Collate Copies] or [Collate] option in the
[Print] dialog box when starting a print job.

Your RISO printer does not operate Q The finishing job specified in the [Sorter Control] option is
as specified in the [Sorter Control] not available for the current combination of your RISO
option in the printer driver. printer and an optional sorter.

Refer to the dedicated user’s guides of your RISO
printer and the optional sorter.
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Unable to Specify Settings

( Problem

A name cannot be entered in the
dialog box to register the custom
paper size. (Windows)

) (

Cause / Condition and Action )

Q The name is too long for the corresponding field.

Enter the name whose length is within the valid range.
(See p.21)

A desired value cannot be entered in
the corresponding fields to register
the custom paper size.

Q The value does not fall within the range.

Enter the value within the valid ranges into the rel-
evant fields.
(Windows — p.21, Mac OS 9 — p.49, Mac OS X — p.75)

The custom paper size cannot be
registered in the [RISO...] printer
driver.

Q The relevant dialog box was not closed correctly.

Add the desired custom paper size in the relevant
dialog box ([Custom Paper List] for Windows or
[Paper Editor] for Macintosh) once more, and then
click on the [OK] or [Save] button before closing the
dialog box.

The specified custom paper size
cannot be selected in the application
software.

Q [Custom] is not selected in the [Paper Size] option in the
[Properties] dialog box of the printer driver.

Select [Custom] in the [Paper Size] option.

Q [Paper Size: Custom] cannot be selected in the [Printer
Setup] dialog box in the application software.

Specify a standard paper size which is larger than the
specified custom one.
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